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Probe Diode Lasers 
 

 Very bright  laser and thus easy to see 

 Simple and easy to mount 

 Protective shielding for the electronics help 

the laser last longer 

 Variable intensity control permits users to 

adjust the laser brightness based on room 

lighting conditions 

Probe Diode Lasers 

The Probe diode laser offers an inexpensive 

alternative technology to the standard HeNe 

lasers.  The Probe laser utilizes a 635 nm diode 

range, making it appear 4 times as bright as the 

670 and 2 times as bright as the 650 nm laser 

because of the human eye’s optical response. 

 

The Probe has the same width base plate as the 

Exact-Align system, making retrofitting to ex-

isting turret laser installations easy. 

 

Features: 

 Variable light intensity adjustment 

 Similar footprint as the Gammex HeNe 

lasers 

 Compact design 

 635 nm laser diode 

 Protective shielding around the laser lamp 

itself to enhance lamp itself to enhance its 

life 

 Life adjustment range of 180o  

 Economical 

 

Models Available: 

 GLD 200 Sagittal 

 GLD 400 Crosshair 

 

 

Laser Beam Output 

Power <0.5 mW (each beam) 

Range Up to 6.0 m (20 ft) 

Line Width  <1.0 mm @ 3 m 

Line Length  >0.61 m @ 3 m 

Drift  No measurable drift 

WaveLength  6350 Å (635 nm) visible red 

Visibility Clearly visible in 

  strong ambient light 

Intensity User adjustable to desired levels 

Laser Beam Adjustment 

Horizontal Range 

of Vertical Projection 330.2 cm @ 3.05 m  

Vertical Range  Plus 102 cm/minus   

of Horizontal Projection  305 cm @ 3.05 m 

Line angle  

adjustment range  ±180o 

Mounting Turret adjustable to ±45° 

Laser Dimensions 

Length 16.51 cm (6.5 in) 

Width 13.7 cm (5.4 in) 

Depth 7.3 cm (2.9 in) 

Weight 1.8 kg (4 lbs) 

Power Requirements 12 VDC, 300 mA 

Optional Power Supply 110/220V 


