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Perception II Indoor
Barometer/Thermometer

The Perception II is an indoor compact
weather monitoring station with a backlit
console that monitors indoor climate indicators
simultaneously.  All sensors are internal.  Mini-
mal installation required.  Factory calibrated to
NIST-traceable standards (NIST Certificate
available as on option.)

The Perception II provides time in 12 or 24
hour format and date.  US and metric units of
measure, gives highs and lows, provides se-
quential scan and display of readings, set alarms
for selected functions.

Optional NIST-Traceable Calibration
NIST-Traceable for your Perception II barom-
eter/thermometer - pressure, temperature,
humidity, and air velocity.

Calibration reports may not be reproduced,
except in full, without written permission from
the calibration lab.  The results stated in the
reports relate to the items tested or calibrated.
Measurements reported on the reports are
traceable to SI units via national standards
maintained by NIST.

* Monitors indoor temperature
* Monitors inside humidity
*Monitors barometric pressure

Specifications
Barometric Pressure Accuracy:

0.05” Hg
±1.3mm Hg
±1.7 mbar

RH range - Inside:  10% to 90%
RH accuracy - Inside:  ±5%
Temp Range - Inside: 32 to 140° F (0 - 60° C)
Temp Accuracy - Inside: ±1 F° (±0.5° C)
Time Range:  0 to 24 hrs (12 or 24 hr mode)
Time Accuracy:  ±15 sec/month
Power: 110 VAC, 50/60 Hz; Adapter included
Display:  multidata LCD
Dimensions:  5.3” W x 5.9” H x 3” D
Barometric Pressure Range:

26.00 to 32.00” Hg
660.0 to 810.0 mm Hg
880.0 to 1080.0 mbar

AC-Adapter:  Included
Battery Backup:  Included, battery not included
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